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For 1-1/4” Thick Pilaster

Stainless Steel

2”	 -	 99210-S
3”	 -	 99211-S
4”	 -	 99212-S
5”	 -	 99213-S 
6”	 -	 99214-S
8”	 -	 99215-S
9”	 -	 99216-S
10”	 -	 99217-S
12”	 -	 99218-S
14”	 -	 99219-S

For 1-1/8” Thick Pilaster

Stainless Steel

2”	 -	 99200-S
3”	 -	 99201-S
4”	 -	 99202-S
5”	 -	 99203-S 
6”	 -	 99204-S
8”	 -	 99205-S
9”	 -	 99206-S
10”	 -	 99207-S
12”	 -	 99208-S
14”	 -	 99209-S

3” High Square Edge Shoes

For 1-1/4” Thick Pilaster

Stainless Steel

2”	 -	 99210-R
3”	 -	 99211-R
4”	 -	 99212-R
5”	 -	 99213-R 
6”	 -	 99214-R
8”	 -	 99215-R
9”	 -	 99216-R
10”	 -	 99217-R
12”	 -	 99218-R
14”	 -	 99219-R

For 1-1/8” Thick Pilaster

Stainless Steel

2”	 -	 99200-R
3”	 -	 99201-R
4”	 -	 99202-R
5”	 -	 99203-R 
6”	 -	 99204-R
8”	 -	 99205-R
9”	 -	 99206-R
10”	 -	 99207-R
12”	 -	 99208-R
14”	 -	 99209-R

3” High Round Edge Shoes
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Pilaster Post Shoe
1-3/4” Post Chrome

99230

End Plug For Headrail

99086

1-1/2” 13/16”

1”

Anti-grip Headrail
Supplied by the Foot

99088

Other styles available
upon request

End Plug For 
Anti-grip Headrail

99087

1”

1-1/2”

2-1/2”

1-1/4”

1”

1”

7/16” Shoe Clip

99091

Floor Bracket

99090

Pilaster Foot

99225

Pilaster Shoe Pack

Pair
99220

Partition parts misc.

Continous “H” 
Bracket

1” x 54”
99038

Continous Bracket

1” x 54”
99044
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 Replacement Steel Pilasters
1-1/4" Thick - Headrail Braced

Specify:
•  Width: 
	 2", 3", 4", 6", 8", 10", 12"
•  Overall height
•  Color

INCLUDES STAINLESS STEEL
SHOE AND HARDWARE

 Replacement Steel Panels
1" Thick

Includes Hardware

Specify:
•  Panel width
   (Standard height is 58") 
•  Color

Door Handings

1 1/4" Pilaster

Latch

WALL Brackets

Headrail

Wall Brackets

Shoe

Headrail Bracket

Call for Custom
Wheelchair - Handicapped,
& Retro Fit Designs.

" U “ Brackets

1" Panel

Strike & Keeper

1" Door

See page 9.8

 Replacement Steel Doors
1" Thick - Includes Hinges & Hardware

Specify:
•  Door opening:  20”, 22", 24",
   26",  28", 30", 32", 34", 36"
   (Standard height is 58")
•  Door handing
•  Color

•  New installations
•  Update for handicapped
•  Technical assistance

CALL
THE PART WORKS

FOR
ASSISTANCE !

Baked Enamel Steel  	 Stainless Steel  
Plastic Laminate      	 Solid Core Phenolic

Types Of Partitions
Ceiling Hung  •  Floor Braced  •  Overhead Braced

RIGHT 
IN

SWING

RIGHT
OUT

SWING

LEFT
OUT 

SWING

LEFT
IN

SWING

Partitions

   One Way Sex Bolts

 Replacement Steel Pilasters
1-1/4" Thick - Ceiling Hung

Specify:
•  Width: 
	 2", 3", 4", 6", 8", 10", 12"
•  Overall height
•  Color

INCLUDES STAINLESS STEEL
SHOE AND HARDWARE
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Renovation Work

  We have gone through the federal register 
and put together  the highlights of the ada 
as they relate to our industry. We suggest 
that you structure all of your future orders 
and layouts with this information in mind. 
In alterations where the standard stall is 

technically infeasible or where local plumbing 
codes prohibit reduction in the  number 
of fixtures, then the 36” or 48” stalls are 
permitted. The door, however, must swing 
out. Grab bars  complying with the length 
and positioning shown shall be provided. 

Standard Stall

Alternate Stall

Partitions
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Typical Installation Styles

Men’s Room Surface 
Mounted Accessories

Women’s Room 
Partition Mounted Unit

Accessory Mounting Guidelines

Lavatory

buttons, openings for towels, cups, and waste 
are no more than 40” above the floor. For 
the safety of the blind, objects  below 6’-6” 
which protrude more than 4” must continue 
to the floor or to within 8” of the floor so that 
they may be detected by a person using a 
cane or a seeing eye dog.

     The wheelchair is used as a standard of 
accessibility , because wherever a wheelchair 
can go, so can a person using a walker, a 
cane, or crutches. For the convenience of 
the physically  handicapped, washroom 
accessories should be mounted so that 
operating areas such as coin slots, push 

Between Wall InstallationCorner Installation

Handicapped
Stall

Regular
Stall

Handicapped
Stall

Regular
Stall

Partitions
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When ordering or quoting partitions, please submit the
Following information on a drawing of the layout of the room:

Below is an example of what the finished picture should look like:

A = Door opening dimensions
B = Wall to front of pilaster dimensions
C = All pilaster widths. Specify if wall hung.
D = Room dimensions

	 1.	 Material of new partitions

	 2.	 Color of new partitions

	 3.	 Specify headrail braced, ceiling hung, or floor supported

	 4.	 Finished wall dimensions of room

	 5.	 C x C dimensions between fixtures (If possible)

	 6.	 A.D.A. Requirements ??

	 7.	 Door swings

	 8. 	 Location of obstructions  (Radiators, Windows, Floor Drains, Etc.)

Partitions

outswing

insw
ing


